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PCL's Prestige 18.0v ‘
Lithium- lon powered |
Cordless 1/2" Impact
Wrench utilises the latest
in Lithium-ion battery
technology to provide a
high powered cordless
tool in a compact and
lightweight housing.
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FEATURES:

- Super power fan cooled motor

- 18.0V d.c power battery

- 6 speed variable forward and
reverse speed settings

- Externally replaceable carbon
brush motor

- Visable 4 level charge indicator

- Average charge time from flat:
Thr

- Charging point cuts off
automatically when battery is
fully charged - zero wastage

BENEFITS:

- Lithium lon battery - lasts up to 3 times longer than the average NiCad or

NiMH battery per charge

- Lithium lon technology has zero memory effect which ensures you get the

best from your tool at all times

- High max torque of 550Nm allows quick and easy tyre changing

- Lightweight at only 3.2kgs (including battery)

- Metal front housing enhances durability of the tool

- Ergonomic soft grip handle for warmth and comfort in use

- On average a fully charged battery can tighten or loosen 150pc 21mm
Wheel nuts

Tyre Shops

Transport Depots

Garages Car Dealers

Mobile Tyre Repair Fleets
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What are the benefits of a pCL

Lithium-ion batterY? AIR TECHNOLOGY

Many users of battery powered products are left in the dark
as to the benefits of Lithium-ion. Below is a list of why and
more importantly how they can benefit the user of cordless
products.

® | ONGER LASTING - Lithium-ion batteries last up to 3 times longer than

other batteries. This is because Lithium-ion batteries have a lower self discharge
rate than other types of rechargeable batteries. This means that once they are
charged they will retain their charge for a longer time than other types of
rechargeable batteries.

® HIGHER POWER - Lithium-ion offers more power to weight ratio as they
have a higher energy density compared to other batteries.

® HIGHER VOLTAGE - Lithium-ion batteries operate at higher voltages

than other rechargeables, typically about 3.7 volts for lithium-ion against 1.2 volts
for NiMH or NiCd. This means a single cell can often be used rather than multiple
NiMH or NiCd cells.

® MORE ENVIRONMENTALLY FRIENDLY - NiMH and NiCd

batteries can lose anywhere from 1-5% of their charge per day, (depending on
the storage temperature) even if they are not installed in a device. Lithium-ion
batteries will retain most of their charge even after months of storage thus using
less mains electricity.

® LIGHTER & SMALLER - Lithium-ion batteries

store more energy than other rechargeable batteries so
manufacturers can produce much smaller and lighter
batteries which produce the same power output of
batteries double the size.
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The product CL

AIR TECHNOLOGY

PCL's brand new Lithium-ion powered cordless impact wrench
comes supplied with a host of features to make charging,
storing, and protecting of the tool simple. Below is a list of what
is supplied with every tool and the full specifications

® THE TOOL = APC218 (1 battery) APC218/2B (2 batteries)
- super power fan cooled motor .-
- 550Nm max torque
- lightweight at only 2.1kg (tool only)
- 6 speed variable forward and reverse speed setting
- externally replaceable carbon brush motor
- warm soft grip ergonomic handle
- Heavy gauge aluminium casing with a lightweight
plastic outer body case

® THE BATTERY - apa21s
- 18.0V d.c Lithium-ion battery
- 3.0 AmH power
- visible 4 level charge indicator
- average charging time from flat: Thour
- charging cuts off automatically when battery is fully
charged -zero electricity wastage
- PCL cordless tools can be supplied with 1 or 2 batteries

® THE CHARGE PACK

- easy connect externally sliding battery charge pack

- standard UK 3 pin 240v plug with 3m of cable

- charging cuts off automatically when battery is fully
charged -zero electricity wastage

® THE CARRY CASE

- fully PCL branded blow moulded plastic carry case

- soft grip handle

- heavy duty metal opening/closing clasps

- space for 1 tool, 2 batteries, a charge pack and 4 sockets

www.pclairtechnology.com




Specifications

Dimensions (toolonly) |

Length 256mm
Width 80mm
Height 273mm
Weight 2.18kg (tool only) / 3.2kg (tool and battery)

Environmental -

Operating Temperature -5°C to 40°C
Storage Temperature Optimal 5°C to 25°C
Maximum -10°C to 50°C

|_Measurement | |
Max Torque Range 0-550Nm / 0-400ft/lb / 0-5500kg-cm
Torque Adjusting 1=83Nm, 2=132Nm, 3=226Nm,4=382Nm,
Settings 5=432Nm, 6=540Nm
No Load Speed 0-1800 rpm(min)
Voltage 18.0V d.c
Ampage 3.0 Amh
_charging [ |
From flat Approx 1 hour
Battery life from full Approx 7 hours/ 150 21mm wheel nuts

Battery I

Battery Type Lithium-ion

Auto Charge Cut Off — Zero Electricity Wastage
4 level Battery Charge Indicator

Replaceable Carbon Brushes

Battery Error Codes

6 torque adjustable settings — see above
Charge pack warning lights

CONTACT

Pneumatic ComponentsLtd  Pneumatic ComponentsLtd  PCL-SUMO Air Technology PvtLtd  PCL Trading (Shanghai) Co Ltd

Holbrook Rise (North America) 425 Gemstar Commercial Complex 1276 Nanle Road
Holbrook Industrial Estate 5819 Fire Light Terrace Ramchandra Lane Extension Lane 115, Block 7, Unit 602
Sheffield Moseley Kachpada, Malad (W) Songjiang District
S20 3GE VA 23120 Mumbai 400064 Shanghai 201613

T +44(0)114 248 2712 USA India P.R. China

: +44(0)114 247 8342 : (804) 517 - 1590 : +91(0)22 32107242 : +86 (0)21 6775 5368

: info@pclairtechnology.com + (757) 257 - 9548 : +91(0)223210 8678 : +86 (0)21 6775 5398

: info@pcltireinflation.com : info@pclsumo.com : rwang@pclairtechnology.com

For further information please contact your nearest PCL office by either telephone, email, or fax. Alternatively, you can visit our
website where you will find a wide range of information on our company and products: www.pclairtechnology.com
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