
Safeflow safety coupling - Taking PCL"s industry proven,
quick release Air flow coupling t o the next level, Safeflow
represents maximum safety at an affordable price, with an
unbeatable , patented design.

The Safeflow coupling underlines
PCL"s international reputation for
market-leading air distribution
products. The corrosive resistant,
hardened steel construction makes
Safeflow ideal for engineering and
workshop environments.

Safeflow fits the standard PCL
adaptor profile, and is therefore
compatible with most existing
equipment, and has been
manufactured in accordance with
safety standards ISO4414:1998 and
EN 983:1996.

Available in various thread forms
and integral hose tails, Safeflows
unique features offers both
flexibility and longer life.

In short, Safeflow represents
maximum safety for a minimum
outlay, and as with all PCL
products it offers the highest
quality at an affordable price, with
an unbeatable patented design.

Safeflow
Safety Coupling

Key Benefits
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Safe and simple to use
Enhances workshop safety - prevents hose
whip
Creates a safe compressed air environment
Conforms to ISO 4414:1998 and EN 983:1996
Best practice for compressed air users

Key Featur es
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Two stage self-venting release
Compatible with genuine PCL standard
adaptors
Genuine PCL product, designed and
manufactured in Sheffield, England
Hard wearing steel construction with
corrosive resistant finish
Complete range of thread forms and integral
hose tail pieces
Affordable safety solution

Safeflow fits the
standard PCL
adaptor profile!



Contact

Head Office:

Regional Offices:

Pneumatic Components Ltd (UK)
Holbrook Rise
Holbrook Industrial Estate
Sheffield
S20 3GE

T:   +44 (0) 114 248 2712
F:   +44 (0) 114 247 8342
E:   digital@pclairtechnology.com

Pneumatic Components Ltd
5819 Fire Light Terrace
Moseley
VA  23120
USA

T:   (804) 517 - 1590
F:   (757) 257 - 9548
E:   ebush@pclairtechnology.com

Pneumatic Components Ltd (Asia)
Level 36
Menara Citibank
165 Jalan Ampang
50450 Kuala Lumpur
Malaysia

T:   +60 (0)3 2169 6231
F:   +60 (0)3 2169 6232
E:   mtan@pclairtechnology.com

PCL-SUMO Air Technology Pvt. Ltd
Plot 3, Patkar Compound
Kashimira Industrial Estate
Kashimira Chowk, Village Mira
Dist-Thane-401 104
India

T:   +91 (0)22 6515 0171
F:   +91 (0)22 2845 4589
E:   info@pclsumo.com

(North America)

Technical Data Summary

Dimensions (body only)
Height 47mm
Width 30mm
Depth 28mm

Weight 0.2kg (0.44lbs)
Environmental

Temperature range Operating -40°c to 100°c
Storage -40°c to 100°c

Specification details
Nominal bore 4.8 mm

Maximum working pressure 200 psi (14 bar)
Type Single action

Flow rate
Inflation flow 43 cfm @ 100 psi supply

Safety standards
Manufactured in
accordance with

ISO4414:1998 and EN 983:1996

Optional features
Full range of thread types and sizes

For further information please contact your nearest PCL office by either telephone, email,
or fax. Alternatively, you can visit our website where you will find a wide range of
information on our company and products.
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Part no Thread type Thread size
SC21CM Male R1/4
SC21EM Male R3/8
SC21JM Male R1/2
SC21CF Female Rp1/4
SC21EF Female Rp3/8
SC21JF Female Rp1/2
SC21R Hose Tail 7mm(1/4!)
SC21S Hose Tail 8mm(5/16!)
SC21T Hose Tail 10mm(3/8!)


